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TECHNICAL DATA SHEET SALINS Water conditioning vacuum salt

TE/MERI/01

REGENERATING SALT - 2 KG CARDBOARD BOX

Modern production processes of vacuum salt from SALINS enable to get a salt with high chemical purity, without
element harmful or encrusting for the resins.

PHYSICAL AND CHEMICAL CHARACTERISTICS - TYPICAL VALUES

Chemical Physical
Loss of mass at 110°C (water content) . . . . . . 0.2 % Grainsize .. ................. 1,6 to 3,5mm
ON DRY BASIS :
Sodium chloride (NaCl) ................. 99.7 %
Othersalts. .......... ... ... ... ....... 0.03 %
Insoluble matters ...................... 0.05 %

TREATMENT

None
PACKAGING

2 kg cardboard boxes in packs of 6 x 2 kg on 80 cm x 120 cm wrapped pallets of 960 kg net weight.

USE

Regenerating salt for dishwashers.

PRODUCTION PLANT
European Union

Cie des Salins du Midi et des Salines de I’Est
Limited Company with capital value of de 68 040 000 Euro - 412.431.744 R.C.S. NANTERRE
137 rue Victor Hugo - 92532 LEVALLOIS PERRET CEDEX - France

Nos publications et notices ont pour but de vous conseiller au mieux. Les indications concernant les applications possibles de nos produits ne peuvent en aucune fagon
engager notre responsabilité, particulierement en cas d atteinte aux droits appartenant a des tiers.
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